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These treatment guidelines are based on 
physician feedback and clinical experience 
gained in clinical studies and practical use. The 
information is provided as a guide only and is 
not prescriptive for any patient, indication or 
treatment. The guidelines are not designed 
to be a substitute for clinical training, and the 
system should only be operated by qualified 
practitioners who have received appropriate 
training and have thoroughly reviewed the 
Operator Manual that shipped with the system. 
When using the system, always observe Light/
Energy-tissue interaction and clinical endpoints 
to determine appropriate settings.

Infrared Treatment Initial Parameters - Static Technique
IR Handle - Body

Fluence pulse width Pre-cooling time Post-cooling time Cooling level

Multiple Passes

45,5–65 J/cm2 5 s 3 s 0 s V

58,5–78 J/cm2 6 s 3 s 0 s V

65–104 J/cm2 10 s 3 s 0 s V

Single Pass

78–104 J/cm2 8 s 5 s 0 s V

78–130 J/cm2 10 s 5 s 0 s V

Infrared Treatment Initial Parameters - Static Technique
IR Handle - Face

Fluence pulse width Pre-cooling time Post-cooling time Cooling level

Multiple Passes

39–58,5 J/cm2 5 s 3 s 0 s V

50,5–70 J/cm2 6 s 3 s 0 s V

65–78 J/cm2 10 s 3 s 0 s V

Single Pass

 67,5–93,5 J/cm2 8 s 5 s 0 s V

 65–91 J/cm2 10 s 5 s 0 s V

Infrared Treatment Initial Parameters - Dynamic Technique
IR Handle - Body

Fluence pulse width Pre-cooling time Post-cooling time Cooling level

78–130 J/cm2 10 s 0 s 0 s V

Infrared Treatment Initial Parameters - Dynamic Technique
IR Handle - Face

Fluence pulse width Pre-cooling time Post-cooling time Cooling level

  32,5–52 J/cm2 5 s 0 s 0 s V

   65–91 J/cm2 10 s 0 s 0 s V
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